	SHELF SOLUTION TYP VITRUM RG

	

	The text modules shown below in blue are options that can be selected by the contracting authority as an alternative to the text printed in black. In this case, the corresponding black text must be deleted and the description “as an alternative“ removed.

	MODEL:

	TYP VITRUM RG from Schäfer Trennwandsysteme GmbH, 
56593 Horhausen, Phone: 02687/91510, www.schaefer-tws.de 
or technical and visual absolutely equal.

	CERTIFICATIONS, STANDARDS:
	The material used comply in detail with the following standards and regulations: 
· Single-pane safety glass according to DIN EN 12150 to avoid spontaneous breakage additionally with heat soak test according to DIN EN 14179
· Stainless steel according to DIN EN 10088, material quality 1.4301, respectively ASTM A276, AISI 304
· Aluminium extruded profile according to DIN EN 573 and DIN EN 755, material quality EN WA6063. Surface-treated (non-surface-treated aluminium parts are not permitted) colourless anodized according to EURAS E6/C-0 respectively DIN 17611 E6/EV1 or powder-coating according to DIN EN 12206-1
· Adhesives and sealants may only be used if they are not subject to classification according to the EU Chemicals Regulation (CLP regulation).
· The product complies with the European regulation of registration, evaluation, approval and restriction of chemical substances (REACH). A corresponding declaration of conformity from the manufacturer can be submitted.
· Fastening materials such as screws, rivets, etc. galvanized or made of stainless steel.

	DESIGN:
	Shelf system made of 8 mm thick, scratch-proof safety glass with ceramic screen printing in connection with anodised aluminium connectors.
As an alternative: 
In absolutely wet areas with permanent water influence (e.g. showers) clear glass without ceramic screen printing.

	CONSTRUCTION:
	Dimensions according to customer requirements. Compartment size at least 300 x 300 mm. Connection of the individual glass panes by means of aluminium connectors, natural colour anodised (E6/EV1), bevelled edges, screw connection with Torx countersunk screws and flush aluminium bush on the opposite side. For stabilisation, the construction is fitted with a glass rear panel. Maximum element weight 70 kg. For larger systems, individual elements are hung next to each other. The entire system is corrosion-protected and seawater-resistant. For wall-hung units, the wall on which the shelf unit is hung must have the required stability.

	COLOURS:
	Glass elements according to manufacturer‘s colour chart. Hardware and profiles natural anodized (E6/EV1).

	INSTALLATION:
05/2020
	Wall-mounted installation according to static requirements.



